
Material for corrugated sidewalls

 Order No. Colour Width Thickness Weight Standard Roll
mm mm kg/100m

FBFI5X03W white 5,0 0,3 0,18 100 m
FBFI5X03S black 5,0 0,3 0,18 100 m
FBFI5X03LB sky blue 5,0 0,3 0,18 100 m
FBFI5X03LA ultramarine blue 5,0 0,3 0,18 100 m
FBFI5X03R pink 5,0 0,3 0,18 100 m

PU80A fl at belt up to 140 mm for sidewalls

Marking strips PU75A, 5 x 0,3 mm

 Order No. Profi le thickness* Belt width Standard Roll

mm inch mm inch m ft

upon request 2,0 5/64 140 5,5 50 164
upon request 2,5 3/32 140 5,5 50 164

 approx. 84° Shore A Coeff. of friction µ: Steel: approx. 0,60  |  PE: approx. 0,30  |  HDPE: approx. 0,25    |  FDA/EC/USDA compliant

white

available colours

capriblue

*Further belt thicknesses on request

petrol sky blue ultramarine  
blue

green

METAL

PUfl ex belt material for corrugated sidewalls

 Flat belt strips for direct welding onto the conveyor belt

 Material extremely fl exible with good abrasion and cut resistance

  Very good and simple weldability on PU- and most 
PVC belts (using hot air or binding cement)

 Food approval FDA/EC compliant

 For the individual implementation of your corrugated edge refi nement

83

weldable on PU and 
on most PVC


