BEHAbelt

Made in Germany

Roundbelts

PU75A sky blue smooth hollow round belt ===

DA | e N Y Order No. Diameter & cros_s approx. Standard Roll Rgcommended Fmax/belt
EC 1-30°C 1) ~\‘.f,'__ section Weight Min. pulley & (Standard)
Outer |Inside |cm? kg/100m m ft mm inch kg lbs
FBHP75A048HI 438 1,8 0,147 1,8 200 656 30 1,2 3,6 79
FBHP75A063HI 6,3 25 0,261 3.2 100 328 45 1,8 6,2 13,6
L FBHP75A080H! 8,0 3,2 0,420 5,1 100 328 55 2,2 10,0 |22,2
FBHP75A095HI 9,5 3,8 0,600 72 100 328 65 2,6 144 317
FBHP75A125HI 125 |52 1,020 12,4 50 164 85 3,4 244 537
FBHP75A150HI 150 |52 1,560 19,0 50 164 100 4,0 374 1823

Recommended pretension
4..8% Coeff. of friction p: Steel: approx. 0,70 | PE:approx. 0,40 | HDPE: approx. 0,35 | FDA/EC/USDA compliant

*For overlap welding, the recommended minimum pulley diameter must bei increased by +30%.
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